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DP580/DP585
DMR Portable Radio

* Compact & Lightweight

* [P66 VWater Proof

* Secure Communication

e Advanced Analog Signaling
e Increased Call Capacity with
DIMO 2-slot Operation




DP580/DP585 DMR Portable Radio Specifications

Key Features and Benefits

® Compact &Lightweight Frequency Range
The size of DP380 is | | Smm*54mm*34mm and weight 15 317g
The size of DP585 15| | 5Smm*54mm*30mm and weight 1s 305g “hanns Capaciy
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® Reliable Design
[t 1s compliant wrth MIL-STD-810 C/DYE/H'G standards.
®* DMO support

Channel Spacing

Operating Violtage
Prowvide Direct Mode Operation in 2 slots increasing channel capacrty I —
without increasing channel frequency spectrum. E_mer% ra
® Analog, Digital and Mixed Modes (5-5-30 Duty Cycle,Hign Tx Powe
DP580 and DP385 can detect signal type when recenving a call and Frequency Stabilty
automatically switch between analog and digital mode. The user can Arienna Impedance
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reply during the call hang time using PT 1 This feature improves Dimensions(H-W-D)
migration from analog to digrtal.
. - " Weight
® Secure Communication (Digital encryption) =
: | | - ‘with standard battery)

[t supports ARC 40-bit encryption, which guaranteses communication

safety and improve communication privacy. Encryption function

provide further protection against overthe-air interception. kit also Sensitivity Analog

provides AES and DES optionally Digta
e Various Digital Signaling Selectivity

[t supports features such as Radio Check, Call Alert, Stun/Revrve, Radio TIA-603  ETSI

Kill, and Remote Monrtor, which make radio management easy. Spurious Response Rejection
e Emergency call and Man Down (Optional) A8l ETS

't supports features including Emergency Call and Man Down to NI

guarantee user's safety at all times.

® GPS localization(Optional)
Integrated GPS enables the real tme tracking of the mobile working
team.

- Ad\faﬂ'ﬂ&d E.nalﬂg Signaling Conducted SPUI"iCI...'E Emission

STa'R

't supports multiple advanced analog sign :*_-Ii"ug. nc]uding F"'IDCI_W.

‘writh standard batterywithout antenna)
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2000mAH Li-ion{Standard)

Analog: | 5 hours@2000mAh
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Receiver

0.22uV@| 2dB SINAD
0.22uV@BERS

e0dB@ | 2.5kHz 70dB@25SkHZ(TIA-603)
elaB@ | 2.5kiHz, /0cB@iskHz{ETS)
JOcB@ | 2.5kH2/25kHz(TIA-603)
JOdB@ | 2. 5kHz/25kHz(ETSI)
fOcB@ | 4.5kiHz/15kHz(T1A-603
&6SdAB@ | 2. SkiH2/25kH2(ETSI)
40cB@ | 2.5kHz 45cB@2SkHz
E%I:jflﬁi-:a}

+ | ~-3dB

S57dBm@< | GHz-4/dBmi@> | GHz

2Tone and 5-Tone and DT, proving beter megration for oxsing

analog radio fleets.

RF Power Output

® Roaming FM Modulation
Automatic roam ng nelps you 1o use the radio fres h among a sites on 4FSK Digital Modulation
an IP Mult-5te Connect system. Modulation Limiting

aciated Spurious Emssion
FM Hum & Noise

Adjacent Channel Power

> TANDARD ACCESSORIES

Audio Respﬂnze

Audio Distortio
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Digtal Vocoder Type
-
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grtal Protoco

" Cperat J"r'-' =MoeEratd
Acaptor Single Unit Charger Sattery

Storage Temperature
CC

Amencan Miltary Standard
Dust & VWater Protection
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Shock &Vibrstion

Antenna strap
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ACCuracy specs are Tor |ong-term

racxd

[ TFF(Time To First Fix) Cold Start

[ TFF(Time To First Fix) Hot Start

Horizontal Accuracy
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Kirisun Communication Co.,Ltd.

3rd Floor, Bullding A Tongfang Information Harbour: No. | | Langshan Road, Nanshan Distnict, Shenzhen 518057, PR.C

Tel: +86-755-86106898 | Email: marketing.os@kirisun.com | www.kirisun.com
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| KOF3E@| 2.5kHz, | 6KDF 3@ SkiHz
TKeDFXD@liata ; /TROCFEXW@Data+Voice
+2 SkiHz2@ E.EKHz.iEI-c:I—z@L’E--:J—-z
36dBm < |GHz, -30dBm > | GHz
20cB@ | 2.5kHz, 45dBQ1SkiHz
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Environment Speciﬂczﬂm
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ng 5 satellites visible at nominal - | 30dBm
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Distributed by Radiosource Telecoms

Radiosource House, 53 St Andrews Drive,
Durban North, KwaZulu-Natal, South Africa

EMAIL: sales@radiosource.co.za
WEBSITE: www.radiosource.co.za

TEL: +27 315647727
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